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.xml  Production Files Created Daily for Each Scale

USB Port Standard for Upload of Production Files
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HTTP Web Server - no Special Software Needed

Monitor One Scale or Up To 24 Scales On Network
Save .xml Production Files to Flash Drive or PC

Create Custom Spreadsheets in Excel without Special  Software
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Clear One or All Scale Totals on Network

4 GB Flash Drive Included

Upload Production Files (.xml)

Built in Data Logging for all Scales On Network

Run Zero Test For All Scales on Network

Transport .xml Production                        
Files to Any Computer

Unlimited File Storage                   
w/ Flash Drive Installed



Available w/ PNP or NPN Proximity Switch

4 Digital Inputs and 4 Digital Outputs
4-20mA (16bit) Current Loop
Ethernet - HTTP Web Server Ready
RS 232 / RS 485 Serial Ports Provided
Modbus TCP via Ethernet Port
Modbus RTU via RS 485 Port
Accepts 110/220 VAC & 12/24 VDC

Available in Stainless Steel !!

Easy Tri Fold Mounting Bolt.
H/D Stainless Steel Wheel & Shaft

Models For Any Scale 50TPH-5000TPH

Mounted on Heavy Duty V-Block 
Designed For Cema E & F Idlers

Specifically Designed for CIT Idlers

Heavy Duty Single Idler Scale 

Custom Brackets for Easy Bolt on Application

Fits Any Width CEMA Standard Idler

Available in Stainless Steel !!
No Welding or Holes to Drill
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* Adds an  Additional  - 0/4-20mA Output           
- 4 Digital Inputs & 4 Digital Outputs -                                      

Via the Ethernet, either Wired or Wireless *
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